Tower

302
60° 60°
— 602
30° 30°
30°
Base Plate
Bolt Circle 80°
EIGHT ANCHOR BOLT PATTERN SIX ANCHOR BOLT PATTERN
SECTION C-C

Any splices necessary shall
be made in conformance
with current specifications
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GENERAL NOTES:

The details indicated hereon are typical for a lighting tower.
Alternate designs may be submitted to the Engineer for approval.

Refer to project plans for Location, Circuitry, and other details.

To insure correct alignment, the portion of the anchor bolt assem—
bly to be embedded in the foundation shall be securely braced
against distortion. A steel template, minimum 10 millimeters thick,
shall also be provided for the portion of the anchor bolt assembly
above the foundation. No welding is allowed to attach the
bracing and the template to the anchor bolt assembly.

The handhole shall be gasketed to make waterproof.

Method of Measurement and Basis of Payment shall be in
accordance with Secﬁon of the current Standard and
Supplemental Specifications.

(D) Minimum number of six (6) anchor bolts equally spaced shall be used for all poles
(2) Tower may be fabricated with circular or polygonal cross-section

(3) Wire fabric material to comply with Materials [t Rodent Guard,
Expanded Metal. Wire fabric shall be placed around anchor bolt circle
between concrete foofing and base plate.

HARDWARE CLASSIFICATION

Bolt Size Bolt Grade Nuts Washers Galvanizing
25.4 - 100 mm| ASTM F-1554 | ASTM A-563M | ASTM F-436M | ASTM A-153M
Full Length Grade 105 Zinc Coated | Zinc Coated Class C
Galvanized Zinc Coated

Zinc Coated

SECTION B-B

150 mm Min. Lap Bolt, nut, and two
f washers to suit
wire fabric provided

WIRE FABRIC CLOSURE DETAIL©

All dimensions given in millimeters unless noted.
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